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SECTI ON 102600

WALL AND DOOR PROTECTI ON

PART 1 - GENERAL

1.1 DESCRI PTI ON

A. This section specifies wall guards (crash rails or bumper guards),
handrail/wall guard combinations, corner guards and door/door frame
protectors and high impact wall covering.

1.2 RELATED WORK

A. Structural steel corner guards: Section 055000, MET AL FABRICATIONS.

B. Armorplatesandkick platesnotspecifiedinthis section: Section087100,
DOOR HARDWARE.

1.3 SUBM TTALS

A. Submitin accordance with Section 013323, SHOP DRAW INGS, PRODUCT DATA, AND
SAMPLES.

B. Shop Drawings: show design and installation details
C. Manufacturer's Literature and Data:
1. Handrail/Wall Guard Combinations.
2. Wall Guards.
3. Corner Guards.
4. High Impact Wall covering.
D. TestReport: Showing that resilient material compli es with specified fire
and safety code requirements.

1.4 DELI VERY AND STORACE

A. Deliver materials to the site in original sealed pa ckages or containers
marked with the name and brand, or trademark of the manufacturer.
B. Protectfromdamagefromhandlingandconstruction operationsbefore,during

and after installation.
C. Storeinadryenvironmentofapproximately21°C( 70degreesF)foratleast
48 hours prior to installation.
1.5  APPLI CABLE PUBLI CATI ONS

A. Publications listed below form a part of this speci fication to extent
referenced. Publications are referenced intextby basic designation only.

B. American Society for Testing and Materials (ASTM):

A167-99(R2009)....Stainless and Heat-Resisting Chro mium-Nickel Steel
Plate, Sheet, and Strip

B221-08........... Aluminum and Aluminum-Alloy Extru ded Bars, Rods, Wire,
Shapes, and Tubes
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D256-06........... Impact Resistance of Plastics

D635-06........... Rate of Burning and/or Extent and

Self-Supporting Plastics in a Horizontal Positio

E84-09............ Surface Burning Characteristics o
The National Association of Architectural Metal Man

AMP 500-06........ Metal Finishes Manual
National Fire Protection Association (NFPA):

80-10............. Standard for Fire Doors and Windo
Society of American Automotive Engineers (SAE):

J 1545-05......... Instrumental Color Difference Mea
Finishes.

Underwriters Laboratories Inc. (UL):

Annual Issue......Building Materials Directory

PART 2 - PRODUCTS

2.

1

.2

A.
B.
C.

MATERI ALS

Stainless Steel: ASTM A167, Type 302B.

Aluminum Extruded: ASTM B221, Alloy 6063, Temper T5
Resilient Material:

1. Extruded and injection molded acrylic vinyl or extr
chloride meeting following requirements:

a. Minimumimpactresistanceof1197 ps(25ftlbsper
in accordance with ASTM D256 (Izod impact, ft.lbs.

b. Class 1 fire rating when tested in accordance with
a maximum flame spread of 25 and a smoke developed
less.

Rated self extinguishing when tested in accordance

Material shall be labeled and tested by Underwriter
other approved independent testing laboratory.

e. Integralcolorwithallcoloredcomponentsmatched
SAE J 1545 to within plus or minus 1.0 on the CIE-L

f.  Same finish on exposed surfaces.

CORNER GUARDS

Resilient, Shock-Absorbing Corner Guards: Surface m
(1-1/4 inch radius) formed to profile shown.

1. Snap-on corner guard formed from resilient material
(0.078-inch) thick, free floating on a continuous 1
thickextrudedaluminumretainer. Designretaineru
type to act as a stop for adjacent wall finish mate
appropriate mounting hardware, cushions and base pl
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2.

2.

.3

.5

6

2. Providefactoryfabricatedendclosure capsattop
mounted corner guards.

3. Flush mounted corner guards installed on any fire r
maintainthefireratingofthewall.Providefire
guard system to verify compliance.

a. Where insulating materials are an integral part of
system,theinsulatingmaterialsshallbeprovided
of the corner guard system.

b. All exposed metal in fire rated assemblies shall ha
finish.

Stainless Steel Corner Guards: Fabricate of 1.6 mm
stainless steel. Form guards of dimensions and to ¢

WALL GUARDS AND HANDRAI LS
Resilient Wall Guards and Handrails:

1. Handrail/Wall Guard Combination: Snap-on covers of
minimum 2 mm (0.078-inch) thick, shall be free-floa
extruded aluminumretainer, minimum 1.8 mm (0.072-i
to wall at maximum 760 mm (30 inches) on center.

2. WallGuards(CrashRails): Snap-oncoversofresili
2.8 mm (0.110-inch) thick, shall be free-floated ov
widealuminumretainerclips,minimum?2.3mm(0.090
towallatmaximum 600 mm (24 inches) on center, su
aluminum retainer, minimum 1.6 mm (0.062-inch) thic
free-floated over a continuous extruded aluminum re
(0.090-inch) thick anchored to wall at maximum 600
center.

3. Provide handrails and wall guards (crash rails) wit
closure caps, inside and outside corners, concealed
mountinghardwareandotheraccessoriesasrequired
shall be field adjustable to assure close alignment
wall guards (crash rails). Screw or bolt closure ca
retainer.

H GH | MPACT WALL COVERI NG

Fabricate from vinyl acrylic or polyvinyl chloride
minimum 6mm (0.20 inch) thick designed specially fo

Coordinate withguardrail protection materialand
installation and color.

Provide adhesive as recommended by the wall coverin

FASTENERS AND ANCHORS

Provide fasteners and anchors as required for each
installation.

Wheretype, size, spacing or method offasteningis
submit shop drawings showing proposed installation

FI NI SH
In accordance with NAAMM AMP 500 series.
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B.

PART 3 -

3.1

A.

3.2

3.3

3.4

Aluminum:

1. Concealedaluminum: Millfinish asfabricated, unif
from surface blemishes.

Stainless Steel: NAAMM finish Number 4.

ResilientMaterial: Embossedtextureandcolorina
and as specified on the drawings.

I NSTALLATI ON

RESI LI ENT CORNER GUARDS

Install corner guards on walls in accordance with m
instructions.

STAI NLESS STEEL CORNER GUARDS

Mount guards on external corners of interior walls,
as shown.

Where corner guards are installed on walls, partiti

with plaster or ceramic tile, anchor corner guards
Provide continuous 16 gage perforated, galvanized Z
welded to back edges of corner guards and expansion
masonrywithfour9.5mm(3/8-inch)diameterbolts,

on centers. Coat back surfaces of corner guards, wh
non-flammable,sounddeadeningmaterial. Cornergua
plaster surfaces.

1. Where corner guards are installed on exposed struct
tile units or masonry wall, partitions or columns,
to existing walls with 6 mm (1/4-inch) oval head st
countersunkexpansionortogglebolts. Groutspaces
and backing with Portland cement and sand mortar.

2. Where corner guards are installed on gypsum board,
anchorguardswithaneoprenesolvent-typecontact
manufacturedforuseongypsumboardconstruction.
from around edge of guard and allow to cure undistu
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RESI LI ENT HANDRAI L AND RESILIENT WALL GUARDS (CRASH RAIL)

Secure guards to walls with brackets and fastener
manufacturer's details and instructions.

HIGH IMPACT WALL COVERING

Surfaces to receive protection shall be clean, smoo
obstructions.

Apply with adhesive in controlled environment accor
recommendations.

---END---
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